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Description

Booster HF is a product designed to manage a stripping tank. Paint stripping chemicals work on the balance
of chemicals in the product and when one or another get low this will affect the performance of the product.
Booster HF is a product designed to increase the acid levels in a tank as this chemical is used up in the reaction
of the paint stripping process.

Method of Use

e Booster HF is supplied in 25L UN approved Jerry cans.

e Only use this product if you have been advised to do so and in accordance with this advice.

e Booster HF should be added to the acid tank in small quantities until you have achieved the desired
results.

e Typically add the booster in 5L increments and see how that affects the product.

e DO NOT add all the chemical at once to the tank as this could make the balance of the product worse
instead of better.

e Typically, this product is used when there is no reaction as the parts that are being stripped are added
to the tank.

o Add Booster HF slowly until you observe the desired reaction.

Limitations

This product should only be used following advice from your chemical supplier. DO NOT add 25L of this
product to a stripping tank in one go as this could throw the ratios of the base chemicals off. If the chemical
becomes too concentrated with acid, damage will occur to the alloy. This product is not to be used as a
standalone paint stripping chemical. Professional use only.

Method of Control

This product should be stored in a cool and shaded area and kept in the original container, out of direct
sunlight. The lid must be replaced securely after every use. This product is for professional use only and should
only be used in a well-ventilated area. This product is classed as corrosive and toxic and so should be stored
in a bunded area with spill kits located in accessible locations.

Health and Safety

INDUSTRIAL USE ONLY.

This product is extremely hazardous. Always refer to the product Safety Data Sheet before using any chemical
product. As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment
from the end user to determine their individual requirements. PPE is the responsibility of the end user.

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk
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