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Description 
 

Longphos is a liquid formulation designed to produce lightweight amorphous iron phosphate coatings on 

steel and aluminium alloys. 

The subsequent coating provides an excellent base for both wet paint and powder coatings, giving under 

paint corrosion protection. 

Longphos also finds application for extending the longevity of surfaces prior to the onset of oxidation 

products. Acid or alkaline pickling or stripping operations can be complemented by using Longphos as a 

rinse product. 

Longphos can also be used of blasted material to prolong service life. 
 

Method of Use 
 

• Longphos can be used in immersion tanks, spray phosphate lines and by lance application. 

• Use at 0.5 – 2 % under normal operation conditions. 

• Use at 2 – 5 %   for heavy duty operations. 

• Ideally use hot through spray equipment such as a hot pressure washer. 

• Surfactants can be added to boost cleaning performance on heavily soiled items. 

• Following treatment items should be force dried as soon as possible. Avoid temperatures above 80oc as 

this can degrade the coating. 

• For enhanced corrosion protection with paint compatibility a solution of “safe seal” can be applied 

following application.  

• Suitable dewatering or oil-based fluids can be used if longer term protection is required. 
 

Limitations 
 

For use on ferrous metals and aluminium only. 

Bath life depends on workload and contamination. 
 

Method of Control 
 

A separate method of control is available on request. 

Top Ups 

Periodic additions of product will be required to maintain tank strength. 
 

Health and Safety 
 

This product is for INDUSTRIAL USE ONLY. 
As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from the 
end user to determine their individual requirements. PPE is the responsibility of the end user.  
Always refer to the product Safety Data Sheet before using any chemical product.  
 
Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk 
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