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Description 
 

Panel wipe is a solvent based cleaner used in a variety of applications. Panel wipe is mainly used as the last product in 

surface preparation of parts that are to be powder coated or painted. It is used to remove contaminants such as 

grease and dirt creating a smooth surface for the application of coatings. It helps remove substances which will 

interfere with the adherence of the paint. Typically applied with lint free cloth or blue roll to remove dirt or debris. 

Panel wipe evaporates quickly off the surface so doesn’t have to be wiped clear. 
 

Method of Use 
  

Panel Wipe can be applied with a lint free cloth or blue roll to a surface or parts for cleaning can be submerged in the 

chemical. Visually inspect the part after cleaning or use a clean rag to check that the part is sufficiently cleaned. Leave 

to evaporate from the surface before continuing.  
 

Limitations 
 

May affect some plastics, rubber and painted materials, recommended to use on a small test area prior to large scale 

use.  
 

Method of Control 
 

Maintenance, storage and disposal 

Panel Wipe is supplied in UN approved containers and should be kept in these containers. Panel Wipe is flammable 

and so must be stored away from sources of ignition. Panel should be stored in a cool dry place and out of direct 

sunlight. Panel Wipe is a consumable product but if you wish to dispose of this product, it is a solvent and so must be 

disposed of in accordance with your local authority.  
 

Health and Safety 
 

This product is for INDUSTRIAL USE ONLY. 
As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from the 
end user to determine their individual requirements. PPE is the responsibility of the end user.  
Always refer to the product Safety Data Sheet before using any chemical product.  
 

Solvent based product – use in a well-ventilated area. 

 

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk  
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