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Description 
 

Polyestersol is an alkali accelerated immersion paint stripper formulated specifically to remove polyester 

paint schemes from all metallic substrates. It is eminently suitable for use on Aluminium and its alloys, since 

there is little attack on the base metal during normal operation. 

Polyestersol will effectively dissolve polyester back to a non-adherent powder form which can be easily rinsed 

away. Polyestersol can also safely be used to reclaim alloys with a high Magnesium content. 
 

Method of Use 
 

The product is used as supplied, parts to be stripped are immersed in solution for a suitable length of time 

until the coating has been removed. Stripped coatings will deposit at the bottom of the tank which will 

periodically need removal. 

Components are usually rinsed with a pressure washer or similar. Aluminium components require no further 

treatment. Ferrous materials may require treatment with a suitable anti-corrosion preventative. 

The ingression of water into the solution must be always prevented. 
 

Method of Control 
 

Ensure components are clean and dry prior to immersion, avoid the ingression of water to the solution. 

The solution will naturally degrade during use, depending upon workload or age of solution. Tanks can be 

topped back up to working level with fresh Polyestersol.  
 

A separate method of Control via acid titration can be provided on request. If the Alkalinity of the solution 

required increasing, our product “Additive 14” can be used. 
 

Health and Safety 
 

Restricted, Solvent based Dichloromethane product. For professional use only. 

Users must refer to the HSE publication DCM 3 prior to use.  

Solutions can become flammable in use. 
 

This product is for INDUSTRIAL USE ONLY. As with all chemical solutions the relevant PPE must be worn, 

following a thorough risk assessment from the end user to determine their individual requirements. PPE is 

the responsibility of the end user. Always refer to the product Safety Data Sheet before using any chemical 

product. Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk 
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