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Description

SOLSTRIP is a solvent based application type paint remover, formulated from a blend of solvents and
rheology modifiers, providing a thickening fast acting coating remover.

The product ‘bubbles’ the paint coating, making it easier to remove from the base metal surface.

This product can be used for accurate paint removal, when it is not possible to use other paint removal
methods (e.g.: item is too large for submersion paint stripping, or only part of an item needs paint removal
etc.). Solstrip contains a small amount of thickening agent which helps it to cling to the surface it is applied
to, and this also retards evaporation.

SOLSTRIP will effectively remove a wide range of finishes, such as wet spray, powder coating, oil based and
automotive paints.

Method of Use

SOLSTRIP can be applied by a brush, swab or roller. Specialist HVLP equipment can be used for large areas.
Contact time is dependent on the applied finish, but can range from seconds to 5-10 minutes.

Wearing the appropriate P.P.E. (referring to the Safety Data Sheet), brush the product onto the item/ area
to be stripped.

Once the paint has delaminated, we recommend removing the residue and paint using a pressure washer
whilst the product is still wet. However, if this is not possible, detergent additives can aid removal during
the rinsing process.

Health and Safety

This product is restricted — For Professional Use Only.

Please refer to DCM1 document from the HSE. https://www.hse.gov.uk/pubns/guidance/dcm1.pdf

As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from
the end user to determine their individual requirements. PPE is the responsibility of the end user. Always

refer to the product Safety Data Sheet before using any chemical product.

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk
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