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Description 
 

Spraywash 100 is a medium duty Alkaline Cleaner for use in spray washing machines. 

In appearance, this is an off white, slightly damp powder. It is completely soluble in water, and is formulated 

from a blend of mild alkalis, low foam surfactants, and corrosion inhibitors. These inhibitors protect both 

ferrous and non-ferrous components after degreasing. 

Spraywash 100 is used under a wide range of conditions, and will completely remove oils, greases, swarf and 

road traffic grime, from various components. 

It is widely used within the engine refurbishing and general engineering industries and is particularly useful 

in single stage washers where there is no rinse facility. 
 

Method of Use 
 

Spraywash 100 can be used at ambient temperatures if the contamination is light, but normal operating 

temperature is between 75 and 90 degrees Centigrade.  

Concentration is not critical; however, the optimal dilution rate is 50g of powder concentrate per 4.5 litres of 

water. 
 

Spraywash 100 is supplied in an organically dampened form which prevents operators from being exposed to 

harmful dust particles. 
 

Rinsing is dependent upon application and the contamination level. If the product is used at ambient 

temperatures, the removed contaminant may need rinsing away after cleaning. The product gives temporary 

corrosion protection on ferrous components especially when used at 60 oC plus, and the heat allows 

components to flash dry. 
 

Method of Control 
 

Maintenance  

Any oils/grease which float on the surface of the cleaning solution should be periodically removed, and the 

tank should be cleaned regularly. 

Your technical representative will be able to advise you on specific applications. 
 

Health and Safety 
 

This product is for INDUSTRIAL USE ONLY. As with all chemical solutions the relevant PPE must be worn, 

following a thorough risk assessment from the end user to determine their individual requirements. PPE is 

the responsibility of the end user. Always refer to the product Safety Data Sheet before using any chemical 

product. Solvent based product – use in a well-ventilated area. Our Safety Data Sheet is available upon 

request: admin@ribbletechnology.co.uk 
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