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Description 

Spraywash 604 is an aqueous based liquid concentrate comprising a blend of alkali builders, sequestrants 

and corrosion inhibitors. 

The product is a multi-metal cleaner for spray washing machine, tank immersion or pressure spraying 

applications. It is used for the removal of oils, greases and other production soils from both ferrous and 

non-ferrous metals. 

Spraywash 604 is low foaming, making it ideal for spray cleaning applications. 

The product is silicate free and does not “bloom” on white metal or aluminium components. 

Method of Use 

Spraywash 604 is a concentrated product and is diluted with water prior to use. 

Use in Spray Washers 

Dilution: 

Spraywash 604 is mixed with water at a concentration between 5% to 30% and heated between 450 and 

800. Depending upon application no further rinsing may be required. 

Use in Immersion Tanks 

Dilution: 

Spraywash 604 is mixed with water at a concentration of 5% to 30% and heated to between 35o – 60o C. 

Then rinsed with water.  

Agitation is recommended in immersion conditions for heavy soiling 

For cleaning magnesium, the pH of solution should be maintained above pH11.  

Method of Control 

Spraywash 604 is an alkaline liquid cleaner. During operation water will be lost from the solution and must 

be replenished. Active material is lost via drag-out and reaction with contamination. 

Additions of product will be required during use, dependant upon the type of components being cleaned 

and the degree of contamination. 

Tanks and solution of the product will need replacing periodically depending upon the degree of 

contamination. 

Health and Safety 
 

This product is for INDUSTRIAL USE ONLY.  

As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from 

the end user to determine their individual requirements. PPE is the responsibility of the end user. Always 

refer to the product Safety Data Sheet before using any chemical product.  

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk 
 

Limitations 

The product is suitable for use on most metals including magnesium, as long as the advice regarding the Ph 

level above is followed. Painted and powder coated material will not be affected under normal conditions. 

The product should be tested for suitability on the desired application before use. 
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