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Description 
 

ST-Etch Wipes are a synthetic, lint free cloth saturated with an iron phosphating solution.  

ST-Etch Wipes not only clean and treat steel surfaces prior to painting by removing light corrosion, they also 

give a light phosphate coating to the surface of the steel, enabling paint to more easily adhere, and 

improves corrosion protection.  

They are packaged in a tub containing 400 hand sized wipes.  
 

Method of Use 
  

Removing the outer and inner lid of the original packaging, feed the wipe from the centre through the 

central spout of the inner lid. Replace the inner lid and simply draw out as many wipes as required. 

Replacing the outer lid in between uses prevents the wipes from drying out. 

Fold the wipes into quarters prior to use, so that as each face becomes soiled you can refold the wipe to 

give you a clean surface, reducing the risk of transfer. Also maximum use can be obtained from each wipe. 

Always apply the paint coat the same day that the treatment is applied. 
 

Method of Control 
 

Maintenance, storage and disposal 

Ensure that ST-Etch Wipes are stored in their original containers, in a cool, dry place, and always with the lid 

firmly on to prevent the wipes from drying out. 

Shelf life is 12 months in the unopened container. 

Turning the tub over periodically can help with ensuring uniform chemical coverage throughout the 

product. 

Dispose of used wipes as ‘oil – contaminated products’. 
 

Health and Safety 

As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from 

the end user to determine their individual requirements.  

PPE is the responsibility of the end user.  

 

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk  
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