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Description 
 

Standard Thinners is a versatile solvent suitable for degreasing parts before powder coating as well as 

thinning paints and cleaning spray equipment. Widley used in the automotive industry. Standard Thinners 

removes grease from the surface of the parts and leaves dirt and debris to be blown and or wiped off.  
 

Method of Use 
  

Standard Thinners can be applied with a rag or blue roll to a surface or parts for cleaning can be submerged 

in the chemical. Standard Thinners will dry quickly and can be removed safely with a dry wipe.  
 

Method of Control 
 

Maintenance, storage and disposal 

Standard Thinners is supplied in UN approved containers and should be kept in these containers. Standard 

Thinners is highly flammable and so must be stored away from sources of ignition. Standard Thinners 

should be stored in a cool dry place and out of direct sunlight. For Professional use only. 

Use in a well-ventilated area. 
 

Health and Safety 
 

This product is for INDUSTRIAL USE ONLY. 
As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from the 
end user to determine their individual requirements. PPE is the responsibility of the end user.  
Always refer to the product Safety Data Sheet before using any chemical product.  
 

Solvent based product – use in a well-ventilated area. 

 

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk  
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