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Description 
 

T-Wash is used in the preparation of and surface treatment for galvanised steel before powder coating. T-

wash improves the adhesion of any coats of paint applied, and also prevents the paint from chipping by 

removing grease from the surface area. The solution is blue in colour and has a blackening effect on the metal 

surface which indicates the effectiveness of the treatment. 
 

Method of Use 
 

For Galvanised metal, use T-wash as supplied:  

Using a brush, apply the product to the galvanised material.  Leave the solution to work for a few minutes, 

and then rinse off thoroughly with a pressure washer. 

 

For Zintec Coated items, or for submersion of parts in the solution, use diluted T-wash 50:50 ratio with water: 

Wash/ Submerge the parts with/ in the diluted T-wash and then rinse off quickly. 
 

Limitations 
 

For the treatment of galvanised metals only. 
  

Method of Control 
 

T-wash is supplied in either 5l jerry cans, or 25l jerry cans, and the product should be stored in the original 

container, in a flammable storage area away from naked flames and out of direct sunlight, at all times. 
 

Health and Safety 
 

This product is for INDUSTRIAL USE ONLY. 
As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from the end 
user to determine their individual requirements. PPE is the responsibility of the end user.  
Always refer to the product Safety Data Sheet before using any chemical product.  
 

Solvent based product – use in a well-ventilated area. 

 

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk  
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