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Description

Ribble Technology TFR 2, Traffic Film Remover, is a strong cleaning solution suitable for heavy duty degreasing
and cleaning. This product is suitable for industrial fleet vehicles and off-road vehicles. This product is caustic
and so can damage or dull paint work if it is used incorrectly and so is not designed for frequent use by the
public.

Method of Use

TFR can be applied using different methods. To use this product, you must dilute it to around 2%. The solution
can then be applied to a vehicle using a brush or rag, but PPE must be worn due to the alkalinity of the
product. TFR 2 can be used through spray equipment and can be used a little stronger at a dilution rate of 2-
5%. Once applied the TFR 2 must be rinsed off after approximately 5 minutes and the rinse must be very
thorough. It is recommended that another car shampoo is used after this step to achieve better results. TFR
2 cannot be left to dry as it will mark the paint on the vehicle. DO NOT TFR 2 if the vehicle has been sat in
direct sunlight as the surface cannot be hot when applied. DO NOT use this product on sensitive areas such
as soft tops or unpainted trim. This product is not designed for weekly use.

Limitations

Avoid contact with polished metals.
Avoid using in direct sunlight.

Method of Control

Maintenance, storage and disposal

TFR 2 should be stored between 5 and 25 degrees Celsius and should be kept in the original container. The
lid must go back on tight after use to avoid any spillage. TFR 2 is a consumable product, and any disposal
should be carried out in accordance with regulations of your local authority.

Health and Safety

Industrial Use Only.

As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from the
end user to determine their individual requirements. PPE is the responsibility of the end user. Always refer to
the product Safety Data Sheet before using any chemical product.

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk
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