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Description 

RIBTEC 9540-AF is a non-silicone liquid anti-foam additive designed to control excessive foaming in water-wash paint 

spray booth systems and associated paint-contaminated process water. It may also be used in other industrial process 

and effluent systems where excessive foam is present. 

 

Method of Use 

Add RIBTEC 9540-AF in 100 ml doses until foaming is reduced to an acceptable level. Further additions should be 

made as required to maintain effective foam control. 

Where the product is used in a continuous or total-loss system, such as an effluent treatment process, RIBTEC 9540-

AF may need to be continuously metered into the system. Over-addition is not harmful but may be wasteful. 
 

Testing & Method of Control 

Control is by visual observation of the level of foam within the system. Add RIBTEC 9540-AF as required to maintain 

foaming at an acceptable operating level. 

No specific analytical test method is given in the supplied technical information. 
 

Health and Safety 

Store in a cool place away from foodstuffs and incompatible materials, preferably in the original sealed container. 

Suitable provision should be made to contain any spillages or leakages. Mild steel, galvanised steel, aluminium and 

other non-ferrous metals should not be used for dispensing the product. 

For detailed health, safety, handling and first-aid information, refer to the relevant Safety Data Sheet (SDS) and 

ensure appropriate PPE is selected following the end user's risk assessment. 

 

As with all chemical solutions the relevant PPE must be worn, following a thorough risk assessment from the end user 

to determine their individual requirements. PPE is the responsibility of the end user.  

Our Safety Data Sheet is available upon request: admin@ribbletechnology.co.uk  
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